# Energy Efficiency in Mobile Cloud Computing: A Survey 

${ }^{1}$ S. Shobana and ${ }^{2}$ N. Radhika<br>${ }^{1}$ Department of Computer Science and IT, Sri GVG Visalakshi College for Women, Udumalpet, Tamil Nadu, India<br>${ }^{2}$ Department of Computer Science and Engineering,<br>Amrita School of Engineering, Amrita University, Amrita Vishwa Vidya Peetham, Coimbatore, Tamil Nadu, India


#### Abstract

The advancement of cloud computing and spontaneous development of mobile applications forms the basis for Mobile Cloud Computing ( MCC ) as an emerging technology for mobile services. Even with the massive usage of mobile computing, utilizing it potentially is a challenge due to frequent disconnections, security, mobility and resource scarcity such as battery life, storage and bandwidth. The major limitations for MCC are bandwidth and energy. This study gives a survey of mobile cloud computing research with energy efficiency and also picturize an overview of various cost models including the scheme of classification based on the major issues and describes various approaches to overcome these issues. Energy-cost constructs usually form a tradeoff in mobile cloud computing scenario. The offloading methods and the analysis of mobile-cloudlet-cloud experiment with the results are presented in this study. This study gives significant challenges in mobile cloud computing that are not yet fully solved and emphasizes on the future direction of research.


Key words: Mobile cloud computing, energy efficiency, offloading, cloudlet, survey

## INTRODUCTION

The study by Smart Insights Research states that as on June $2015,80 \%$ of internet users own a smartphone and nearly 1900 million people are global mobile users. The study by Flurry Analytics, says mobile users grow $76 \%$ year over year. This shows the demand for mobile computing. However, with mobility comes their intrinsic problem such as limited energy, low connectivity and resource scarcity (Satyanarayanan, 1996). The users encounter a severe impact in mobile device usage due to its limited battery power. To overcome this problem cloud computing can be integrated with mobile computing as MCC.

## Cloud computing vs MCC

Cloud computing: cloud computing provides software as a Service as on-demand service without a datacenter. Various services are available over the Internet using virtualized resources in cloud computing

Mobile Cloud Computing (MCC): In Fig. 1, the MCC architecture reveals that offloading from Mobile
environment to cloud environment via the Internet is viable. The different concepts of 'mobile cloud' are.

Centralized cloud: In general, MCC is termed as using a remote server; an application from a thin client can be executed. Here the thin client is the mobile device connected to the resourceful remote server (Fernando et al., 2013). The MCC application uses the Cloud for data processing and storage (Mobile cloud computing forum).

Cloudlets: Another MCC approach is cloudlet concept. Here the mobile devices offload its application to a local surrogate server called Cloudlet. The Cloudlet consists a number of multicore computers connected to the remote cloud servers (Satyanarayanan et al., 2009).

Distributed mobile cloud: In this approach the nearby mobile devices through peer to peer network act as a cloud resource providers (Marinelli, 2009). The cloud computing and mobile cloud computing comparison based on the issues is given in Table 1.

[^0]

Fig. 1: Mobile cloud computing architecture

Table 1: Comparison of CC and MCC based on Issues

| Issues | Cloud computing | Mobile cloud computing |
| :--- | :--- | :---: |
| Bandwidth utilisation cost | No | Yes |
| Network connectivity | No | Yes |
| Device energy | No | Yes |
| Mobility | No | Yes |
| Location awareness | No | Yes |
| Context awareness | No | Yes |
| Bandwidth | No | Yes |
| Security | Yes | Yes |

Energy consumption and MCC: To overcome the resource scarcity of mobile devices, various researches are done in mobile computing to optimize the energy consumption of these devices. The study of energy usage in MCC is termed as green mobile cloud. As the cloud computing uses fixed power source, the researchers focus on the cloud computing in energy consumption for mobile computing. At present, various strategies follows up for the enhancement of mobile device energy via offloading its work to cloud computing environment. The researchers in Kumar and Lu (2010) suggest that by offloading the right context, the mobile device energy can be optimized. However, this is suitable only for certain applications.

Jung et al. (2011) the researchers proposed to deploy a client proxy at mobile devices in cloud computing environment and thereby the energy consumption is reduced in the mobile device. The tokens are used for the complete interactions. An energy profiling technique is presented by Moreno et al. (2011) to reduce the energy consumption in wireless networks. To increase the energy profiling to network design with energy aware systems, the network-wide information is considered. By this technique, the designers examine various designs and take decisions to optimize their designs based on the energy.

The processing power is scaled based on the data rate at the router, to attain the rate adjustment in the green routers. Hence, the clock frequency of the router processes can be customized based on the input data rate and is presented by Lombardo et al. (2012). The analysis is made to study the feasibility of multimedia cloud computing to provide EaaS (Energy as a Service) in (Altamimi et al., 2012) . The result proves that the mobile device energy can be saved from 30-70\% when multimedia cloud computing provides the multimedia functionalities to the mobile device. Zhang et al. (2013, 2015) the authors proves that using stochastic wireless channel, the energy optimization is possible by offloading mobile services to the cloud.

Energy Efficient Code Generator for Mobile phones (ECGM) was introduced by Fekete et al. (2013a, b). During compile time, this system automatically decides which task can be offloaded and which task can be run on a mobile device. The scheduling techniques are used to measure the benefits of the system.

To forecast the user demand in video playback a Gaussian Mixture Model (GMM) is constructed through user behavior analysis. During the playback process, video downloading strategy which is energy efficient will be determined gradually. Results are compared with a static downloading strategy that is optimized by an exhaustive tail. The proposed method in (Shen and Qiu, 2013) proves that in average $10 \%$ of the wasted energy can be reduced.

The (Ickin et al., 2013) proposed ExpCO2 is used to save energy. The result shows that, by restrictive network traffic and increasing the resource efficiency of services, the total energy utilization can be reduced. Based on the scheduling theory the offloading was done. The
measurements were made in various scenarios but focused on energy saving through offloading tasks. This measurement system which is used to check the energy consumption of the mobile devices is presented in (Fekete et al., 2013a, b). A vendor-agnostic method and a power model are developed by the researchers in (Vishwanath et al., 2014) that permits to measure the Internet equipment energy efficiency. This technique verifies the efficiency by using different types of switches and routers. From a group of mobile devices, the Femtocloud system (Habak et al., 2015) imparts a self-configuring, dynamic mobile cloud. This architecture enables various mobile devices to work together as a cloud computing service.

Energy is considered as a significant factor. The ultimate aim of MCC is to improve the resource efficiency often by offloading the mobile device work to cloud environment. Hence, this section describes the need for energy efficiency in mobile cloud.

Energy issues in MCC: The various issues related to energy in mobile devices when offloading is done in the cloud are:

- Energy characteristics of mobile device; ideal device consumes less power. When radio interface starts communication, the device consumes the power 5 times as high as an ideal device.
- Communication overhead; interface doesn't turn on and off instantaneously even after the communication ends.
- Poor signal condition; poor signal consumes more energy
- Processor clock speed; when processor clock speed doubles, the power consumption nearly octuples (Kumar and Lu, 2010)


## MATERIALS AND METHODS

Energy consumption reduction techniques: The energy consumption reduction techniques available are:

- Offloading method; the distributed server is used to execute the mobile device computation. For further energy saving, pointers are used for sending data (Smelcerz, 2013)
- DVFS (Dynamic Voltage and Frequency Scaling); additional hardware circuit is needed to implement this method in cloud systems to control the power consumption of each node. Kolodziej (2012) authors implemented this method by changing the clock speed

Offloading methods: OS-Level Offloading: It is a self-managed datacenter in a box. The Virtual Machines operating system can be fully controlled. This kind of offloading is done in Cloudlet (Satyanarayanan et al., 2009). Manually partitioning the program and more initialization overhead are the main issues in Cloudlet.

Thread-level offloading: Distributed execution without manually modifying the source code. In CloneCloud (Chun et al., 2011) architecture undergoes this offloading. The overhead is more for complex applications and the security issues are not to be considered as major issues in this framework.

Method-level offloading: If only the remote execution saves energy, the method is offloaded to the remote server. MAUI (Cuervo et al., 2010) is a kind of this offloading.

Cost models IN MCC: Existing cost models of the current MCC systems falls into three categories: performance Enhancement model, energy enhancement model, Hybrid Application model. An overview is given in Table 2. It shows the comparative study of various MCC offloading frameworks and shows that MCC provides best optimal solution cost model in terms of execution time and energy. MAUI (Cuervo et al., 2010) maximizes the energy savings by fine-grained code offload. It also minimizes the burden on the programmer. Latency and network bandwidth are considered to integrate the cost. This profiler considers the issues of energy in mobile device. The profiler data is fed into the solver and the solver decides to execute the method in mobile device or remote server. The result shows that it gives best partitioning strategy for the battery usage of the mobile device. Cuckoo (Kemp et al., 2012) is an android platform focused programming model. It merges with the Eclipse tool and Android framework that allows local and remote implementation with single interface. The decision parameters are decided at runtime.

In $\mu$ Cloud (March et al., 2011), a mobile application is considered as a collection of different types

Asian J. Inform. Technol., 15 (20): 4094-4101, 2016
Table 2: Overview of MCC Cost Models

| Cost Model | Execution time\&energy Consumption | Band width | Security | Latency | Model category | Offloading framework | Offloading decisions |
| :--- | :--- | :---: | :---: | :--- | :--- | :--- | :--- |
| MAUI | Low | Low | Low | Low | Energy | Method level | Dynamic |
| Cuckoo | Low | Low | Low | Medium | Hybrid | Programming Model | Dynamic |
| iCloud | Low | Low | Low | Low | Energy | Mash Up Approach | Static |
| Clonecloud | Low | High | Low | Low | Performance | Thread Level | Dynamic |
| Think Air | Low | Low | Low | Low | Hybrid | Method Level | Dynamic |
| mCloud | Low | Low | Low | Low | Hybrid | Context Aware <br> Method Level | Dynamic |

of components. It follows dynamic offloading table as components, dispersed to cloud and mobile devices to model rich mobile parameters which are decided at run time. A 'Dynamic Profiler' is used to collect data usage through cost-benefit analysis in CloneCloud (Chun et al., 2011). In order to minimize the cost of migration and execution time, the optimization solver is used to find the migration methods. The costs refer to energy consumption, execution time or resource footprint.

An android emulator that allows executing mobile applications on x86 architecture machines is used in ThinkAir (Kosta et al., 2012). Code offloading decisions are made based on the energy consumption, execution time or both. The data transfer cost and network speed are not taken into account is considered as a major issue in this model. Cloud (Zhou et al., 1939) is a Code offloading framework which consists of mobile devices, cloud services and nearby cloudlets to enhance the performance of the MCC services. The code offloading decisions were made at runtime by choosing the wireless channel and cloud resource. A context-aware algorithm is proposed for offloading decisions.

Emerging applications in MCC: The limitation of battery in mobile devices makes the data processing as expensive. The recent developments in technology enhance the mobile devices with good resolution camera, barometer, memory etc., The future MCC application uses the sensing ability of mobile devices for the collection of data. The offloaded data to the cloud merge with mobile device observations and data analytics methods and are used to extract the embedded patterns. The data can be gathered from billions of mobile devices at runtime. With the potential processing power and unlimited storage, MCC brings out significant applications. Using the offloading methods like cloudlet, it is able to accelerate both Bigdata access and collection which will be helpful in internet of things. The emerging MCC applications are listed below:

- Crowd sourcing (Yang et al., 2012, 2015; Hosseini et al., 2014; Guerriero et al., 2015)
- Collective sensing (Lane et al., 2010; Cheng et al., 2010; Roy et al., 2015)
- Traffic/Environment monitoring (Yang et al., 2015, 2012; Kanagaraj et al., 2015; Ray et al., 2015; Hunter et al., 2011)
- Mobile cloud social networking (Wang et al., 2013; Khalid et al., 2014; Zhu et al., 2014)
- Mobile cloud healthcare (Wu et al., 2013; Cimler et al., 2014; Jemal et al., 2015)
- Location-based mobile cloud service (Sekar and Liu, 2014; Kliazovich et al., 2012)
- Augmented reality and mobile gaming (Kim et al., 2014, Ambikadevi et al., 2014, Cordeiro et al., 2015)


## RESULTS AND DISCUSSION

Experiment design: To analysis, the power consumption of mobile device based on offloading, three environments, mobile device, mobile-cloud and mobile-cloudlet-cloud are considered for application execution. The mobile device used for this experiment is HTC One_M8 Eye with Android 6.0.1 Operating System. The cloudlet is a Laptop with Windows 8.1 operating system. The physical communication channel is made between the mobile device and Laptop via WiFi. A Wireless Access Point (WAP) is setup with the Laptop through which the mobile device can communicate. The Laptop establishes the connection to the cloud via WiFi. Through Virtual Network Computing (VNC) which uses the Remote Frame Buffer Protocol, the mobile-cloudlet-cloud communication is esablished. For mobile to direct cloud communication the mobile device uses WiFi Internet.

The power consumption of mobile device is calculated, for the following running applications, 5 minutes for video stream, 20 moves for chess game and scientific calculator with 10 trigonometric equations are measured using Power Tutor application. To test three different environments, firstly, the mobile device is connected to the cloud via WiFi Internet runs the application using the cloud resources. Secondly, the mobile device is connected with cloud via cloudlet uses the access point to run the application. Finally, the


Fig. 2: Analysis of power consumption by the applications on the mobile device

Table 3: Average power consumption of the applications on the mobile

| device since the profiler started |  |  |  |
| :--- | :---: | :---: | :---: |
| Applications | Mobile device <br> $(\mathrm{mW})$ | Mobile-Cloud <br> (mW) | Mobile-Cloudlet <br> Cloud (mW) |
| Chess | 610 | 823 | 626 |
| Video stream | 981 | 958 | 689 |
| Scientific calculator | 586 | 623 | 593 |

applications are downloaded on the mobile device and it uses the mobile device resources to run. Table 3 shows the average power consumption of the applications on the mobile device.

The results analyzed in bar chart in Fig. 2 shows that video stream application consumes $40 \%$ more power on mobile device enviroment and $30 \%$ more power on mobile cloud environment compared to other two applications. But in the mobile-cloudlet-cloud environment the power consumption of video stream application is $10 \%$ higher than other two applications. Even though the mobile device environment consumes $5 \%$ lesser power than mobile-cloudlet-cloud environment in chess and scientific calculator applications, it consumes more device storage. This shows that mobile-cloudlet-cloud environment has better offloading solution for energy efficiency with mobile device.

## CONCLUSION

MCC is an emerging field which provides huge performance in mobile device by using energy
optimization techniques. As of today, the available MCC solutions do not overcome all the mobile computing limitations. The various study shows, using MCC will prove to be optimistic energy solution than the opportunistic model. The MCC general model is presented in this work. Further MCC is compared with Cloud Computing based on the issues. This study primarily discusses the MCC energy issues and available techniques to reduce the energy consumption. The offloading techniques are considered as hopeful techniques to overcome the energy issues of mobile devices. The different types of offloading techniques, existing cost models and emerging applications are discussed in this work. Also, an experiment is conducted to analyze the power consumption of mobile device in offloading mobile-cloudlet-cloud environment. The results show that the mobile-cloudlet-cloud environment consumes less energy than mobile-cloud environment in all the three applications assuming good cost impact. Much other similar works are available but the purpose of this work is to provide an overview of MCC potential and the need for energy efficiency in mobile cloud. The native mobile applications are not flexible to integrate with cloud compute. Similarly, web applications are not flexible to integrate with mobile device. Hence, the potential of MCC can be enhanced by dynamically shifting applications between mobile device and cloud. Many researchers prove that by offloading to remote server or nearby device or nearby computers the battery power of
mobile device shall be enhanced. MCC has challenging research problems; to solve these problems it requires interdisciplinary research from networks, hardware and human-computer interaction perspectives. As seen, the energy efficiency problem in mobile cloud is critical. Until now, the optimal solutions are not available for energy issues in MCC which makes the research area wide open.

## REFERENCES

Altamimi, M., R. Palit, K. Naik and A. Nayak, 2012. Energy-as-a-Service (EaaS): On the efficacy of multimedia cloud computing to save smartphone energy. Proceedings of the 2012 IEEE 5th International Conference on Cloud Computing (CLOUD), June 24-29, 2012, IEEE, Waterloo, Ontario, Canada, ISBN: 978-1-4673-2892-0, pp: 764-771.
Ambikadevi, A.T., N. Radhika and V.R. Pramod, 2014. Total interpretive structural modelling on enablers of cloud computing. Int. J. Res. Eng. Technol., 3: 398-406.
Cheng, H.T., F.T. Sun, S. Buthpitiya and M. Griss, 2010. SensOrchestra: Collaborative Sensing for Symbolic Location Recognition. In: Mobile Computing, Applications and Services. Martin, G. and Y. Guang (Eds.). Springer Berlin Heidelberg, Berlin, Germany, ISBN: 978-3-642-29335-1, pp: 195-210.
Chun, B.G., S. Ihm, P. Maniatis, M. Naik and A. Patti, 2011. Clonecloud: Elastic execution between mobile device and cloud. Proceedings of the Sixth Conference on Computer Systems, April 10-13, 2011, ACM, Salzburg, Austria, ISBN: 978-1-4503-0634-8, pp: 301-314.
Cimler, R., J. Matyska and V. Sobeslav, 2014. Cloud based solution for mobile healthcare application. Proceedings of the 18th International Symposium on Database Engineering and Applications, July 7-9, 2014, ACM, Porto, Portugal, ISBN: 978-1-4503-2627-8, pp: 298-301.
Cordeiro, D., N. Correia and R. Jesus, 2015. Arzombie: A mobile augmented reality game with multimodal interaction. Proceedings of the 2015 7th International Conference on Intelligent Technologies for Interactive Entertainment (INTETAIN), June 10-12, 2015, IEEE, Caparica, Portugal, ISBN: 978-1-6319-0061-7, pp: 22-31.
Cuervo, E., A. Balasubramanian, D.K. Cho, A. Wolman, S. Saroiu, R. Chandra and P. Bahl, 2010. MAUI: Making smartphones last longer with code offload. Proceedings of the 8th International Conference on Mobile Systems, Applications and Services, June 15-18, 2010, San Francisco, CA., USA., pp: 49-62.

Fekete, K., K. Csorba, B. Forstner, T. Vajk and M. Feher et al., 2013a. Analyzing computation offloading energy-efficiency measurements. Proceedings of the 2013 IEEE International Conference on Communications Workshops (ICC), June 9-13, 2013, IEEE, Budapest, Hungary, ISBN: 978-1-4673-5753-1, pp: 301-305.
Fekete, K., K. Csorba, T. Vajk, B. Forstner and K. Pandi, 2013b. Towards an energy efficient code generator for mobile phones. Proceedings of the 2013 IEEE 4th International Conference on Cognitive Infocommunications (CogInfoCom), December 2-5, 2013, IEEE, Budapest, Hungary, ISBN: 978-1-4799-1546-0, pp: 647-652.
Fernando, N., S.W. Loke and W. Rahayu, 2013. Mobile cloud computing: A survey. Future Gener. Comput. Syst., 29: 84-106.
Guerriero, A., F. Giuliani and D.O. Nitti, 2015. Crowdsourcing and mobile device for wide areas monitoring. Proceedings of the 2015 IEEE Workshop on Environmental, Energy and Structural Monitoring Systems (EESMS), July 9-10, 2015, IEEE, Italy, ISBN: 978-1-4799-8215-8, pp: 29-32.
Habak, K., M. Ammar, K.A. Harras and E. Zegura, 2015. Femto clouds: Leveraging mobile devices to provide cloud service at the edge. Proceedings of the 2015 IEEE 8th International Conference on Cloud Computing, June 27-July 2, 2015, IEEE, Atlanta, Georgia, USA, ISBN: 978-1-4673-7287-9, pp: 9-16.
Hosseini, M., K. Phalp, J. Taylor and R. Ali, 2014. The four pillars of crowdsourcing: A reference model. Proceedings of the 2014 IEEE Eighth International Conference on Research Challenges in Information Science (RCIS), May 28-30, 2014, IEEE, Bournemouth, UK, ISBN: 978-1-4799-2393-9, pp: 1-12.
Hunter, T., T. Moldovan, M. Zaharia, S. Merzgui and J. Ma et al., 2011. Scaling the mobile millennium system in the cloud. Proceedings of the 2 nd ACM Symposium on Cloud Computing, October 26-28, 2011, ACM, Cascais, Portugal, ISBN: 978-1-4503-0976-9, pp: 28-28.
Ickin, S., K. Wac and M. Fiedler, 2013. Qoe-based energy reduction by controlling the 3 g cellular data traffic on the smartphone. Proceedings of the 2013 22nd ITC Specialist Seminar on Energy Efficient and Green Networking (SSEEGN), November 20-22, 2013, IEEE, Karlskrona, Sweden, ISBN: 978-1-4799-0977-3, pp: 13-18.

Jemal, H., Z. Kechaou, M.B. Ayed and A.M. Alimi, 2015. Cloud computing and mobile devices based system for healthcare application. Proceedings of the 2015 IEEE International Symposium on Technology and Society (ISTAS), November 11-12, 2015, IEEE, Tunisia, ISBN: 978-1-4799-8283-7, pp: 1-5.
Jung, I.Y., I. Jo, Y. Yu, H. Eom and H.Y. Yeom, 2011. Enhancing qos and energy efficiency of realtime network application on smartphone using cloud computing. Proceedings of the 2011 IEEE Asia-Pacific Conference on Services Computing (APSCC), December 12-15, 2011, IEEE, Seoul, South Korea, ISBN: 978-1-4673-0206-7, pp: 203-207.
Kanagaraj, E., L.M. Kamarudin, A. Zakaria, R. Gunasagaran and A.Y.M. Shakaff, 2015. Cloud-based remote environmental monitoring system with distributed WSN weather stations. Proceedings of the 2015 IEEE Conference on SENSORS, November 1-4, 2015, IEEE, Perlis, Malaysia, ISBN: 978-1-4799-8203-5, pp: 1-4.
Kemp, R., N. Palmer, T. Kielmann and H. Bal, 2010. Cuckoo: A Computation Offloading Framework for Smartphones. In: Mobile Computing, Applications and Services. Martin, G. and G. Yang (Eds.). Springer Berlin Heidelberg, Berlin, Germany, ISBN: 978-3-642-29335-1, pp: 59.
Khalid, O., M.U.S. Khan, S.U. Khan and A.Y. Zomaya, 2014. Omnisuggest: A ubiquitous cloud-based context-aware recommendation system for mobile social networks. IEEE. Trans. Serv. Comput., 7: 401-414.
Kim, S.L., H.J. Suk, J.H. Kang, J.M. Jung and T.H. Laine et al., 2014. Using unity 3D to facilitate mobile augmented reality game development. Proceedings of the 2014 IEEE World Forum on Internet of Things (WF-IoT), March 6-8, 2014, IEEE, Suwon, South Korea, ISBN: 978-1-4799-3459-1, pp: 21-26.
Kliazovich, D., P. Bouvry and S.U. Khan, 2012. GreenCloud: A packet-level simulator of energy-aware cloud computing data centers. J. Supercomputing, 62: 1263-1283.
Kolodziej, J., 2012.Evolutionary Hierarchical Multi-Criteria Metaheuristics for Scheduling in Large-Scale Grid Systems. Vol. 419, Springer, Berlin, Germany, ISBN: 978-3-642-28971-2, Pages: 189.
Kosta, S., A. Aucinas, P. Hui, R. Mortier and X. Zhang, 2012. Thinkair: Dynamic resource allocation and parallel execution in the cloud for mobile code offloading. Proceedings of the 2012 IEEE Conference on INFOCOM, March 25-30, 2012, IEEE, Berlin, Germany, ISBN: 978-1-4673-0773-4, pp: 945-953.

Kumar, K. and Y.H. Lu, 2010. Cloud computing for mobile users: Can offloading computation save energy? Computer, 4: 51-56.
Lane, N.D., E. Miluzzo, H. Lu, D. Peebles, T. Choudhury and A.T. Campbell, 2010. A survey of mobile phone sensing. Commun. Mag., 48: 140-150.
Lombardo, A., C. Panarello, D. Reforgiato and G. Schembra, 2012. Measuring and modeling energy consumption to design a green NetFPGA giga-router. Proceedings of the 2012 IEEE Conference on Global Communications (GLOBECOM), December 3-7,2012, IEEE, Catania, Italy, ISBN: 978-1-4673-0920-2, pp: 3062-3067.
March, V., Y. Gu, E. Leonardi, G. Goh and M. Kirchberg et al., 2011. Cloud: Towards a new paradigm of rich mobile applications. Procedia Comput. Sci., 5: 618-624.
Marinelli, E.E., 2009. Hyrax: Cloud computing on mobile devices using MapReduce. Master Thesis, Carnegie Mellon University, Pittsburgh, Pennsylvania.
Moreno, J., J. Wenninger, J. Haase and C. Grimm, 2011. Energy profiling technique for network-level energy optimization. Proceedings of the Conference on AFRICON, September 13-15, 2011, IEEE, Austria, ISBN: 978-1-61284-992-8, pp: 1-6.
Ray, D.N., S. Majumder, A. Maity, B. Roy and S. Karmakar, 2015. Design and development of a mobile robot for environment monitoring in underground coal mines. Proceedings of the 2015 Conference on Advances in Robotics, July 2-4, 2015 , ACM, Goa, India, ISBN: 978-1-4503-3356-6, pp: 9-9.
Roy, S.D., G. Lotan and W.K. Zeng, 2015. The attention automaton: Sensing collective user interests in social network communities. IEEE. Trans. Netw. Sci. Eng., 2: 40-52.
Satyanarayanan, M., 1996. Fundamental challenges in mobile computing. Proceedings of the 15 th Annual ACM Symposium on Principles of Distributed Computing, May 23-26, 1996, ACM, Philadelphia, PA, USA, pp: 1-7.
Satyanarayanan, M., P. Bahl, R. Caceres and N. Davies, 2009. The case for vm-based cloudlets in mobile computing. IEEE Pervasive Comput., 8: 14-23.
Sekar, B. and J.B. Liu, 2014. Location based mobile apps development on Android platform. Proceedings of the 2014 9th IEEE Conference on Industrial Electronics and Applications, June 9-11, 2014, IEEE, Peoria, Illinois, USA, ISBN: 978-1-4799-4315-9, pp: 2148-2153.

Shen, H. and Q. Qiu, 2013. User-aware energy efficient streaming strategy for smartphone based video playback applications. Proceedings of the Conference on Design, Automation and Test in Europe, March 18-22, 2013, ACM, Grenoble, France, ISBN: 978-1-4503-21 53-2, pp: 258-261.
Smelcerz, K., 2013. Recent developments in mobile cloud scheduling: State-of-the-art, challenges and perspectives. J. Telecommun. and Inf. Technol., 4: 51-57.
Vishwanath, A., K. Hinton, R.W. Ayre and R.S. Tucker, 2014. Modeling energy consumption in high-capacity routers and switches. IEEE. J. Sel. Areas Commun., 32:1524-1532.
Wang, Y., J. Wu and W.S. Yang, 2013. Cloud-based multicasting with feedback in mobile social networks. IEEE. Trans. Wirel. Commun., 12: 6043-6053.
Wu, H., Q. Wang and K. Wolter, 2013. Mobile healthcare systems with multi-cloud offloading. Proceedings of the 2013 IEEE 14th International Conference on Mobile Data Management, June 3-6, 2013, IEEE, Berlin, Germany, ISBN: 978-1-4673-6068-5, pp: 188-193.
Yang, D., G. Xue, X. Fang and J. Tang, 2012. Crowdsourcing to smartphones: Incentive mechanism design for mobile phone sensing. Proceedings of the 18th Annual International Conference on Mobile Computing and Networking, August 22-26, 2012, ACM, Istanbul, Turkey, ISBN: 978-1-4503-1159-5, pp: 173-184.

Yang, Y.Y., C.T. Yang, S.T. Chen, W.H. Cheng and F.C. Jiang, 2015. Implementation of network traffic monitor system with SDN. Proceedings of the 2015 IEEE 39th Annual Conference on Computer Software and Applications (COMPSAC), July 1-5, 2015, IEEE, Taichung, Taiwan, ISBN: 978-1-4673-6564-2, pp: 631-634.
Zhang, T., J. Gao and T. Uehara, 2015. Testing location-based function services for mobile applications. Proceedings of the 2015 IEEE Symposium on Service-Oriented System Engineering (SOSE), March 30-April 3, 2015, IEEE, Grenoble, France, ISBN: 978-1-4799-8356-8, pp: 308-314.
Zhang, W., Y. Wen, K. Guan, D. Kilper, H. Luo and D.O. Wu, 2013. Energy-optimal mobile cloud computing under stochastic wireless channel. IEEE. Trans. Wirel. Commun., 12: 4569-4581.
Zhou, B., A.V. Dastjerdi, R. Calheiros, S. Srirama and R. Buyya, 1939. mCloud: A context-aware offloading framework for Heterogeneous mobile cloud. IEEE. Trans. Serv. Comput., 2015: 1-1.
Zhu, C., H. Wang, V.C. Leung, L. Shu and L.T. Yang, 2014. An evaluation of user importance when integrating social networks and mobile cloud computing. Proceedings of the 2014 IEEE Conference on Global Communications, December 8-12, 2014, IEEE, British Columbia, Canada, ISBN: 978-1-4799-3512-3, pp: 2935-2940.


[^0]:    Corresponding Author: S Shobana, Department of Computer Science and IT, Sri GVG Visalakshi College for Women, Udumalpet, Tamil Nadu, India

